REJ 430 SUDA JUN 12

Flexible Rubber Union Connector

Style SUDA / SFDA

30° ANGULAR MOVEMENT

Small bore piping system present
alignment, thermal expansion and noise &
vibration transmission problems resulting
in prestressed pipe lines susceptible to
pre-mature failures. Highly flexible joints
with screwed ends alleviates these
stresses.

TYPICAL APPLICATIONS:

Building / HVAC / Plumbing equipments,
piping systems for industrial plants &
private residences.

USED IN

o Air Conditioning Systems

o Air ducts

o Chemical lines

o Circulating water lines

o Compressor lines

o Pipelines

o Paper stock lines

o Power Plants

o Pump-suction and discharge
o Refrigeration lines

o Swimming pools

o Solar technologies

o Turbine to condenser

o Water & waste treatment plants

SUDA

MARINE INSTALLATIONS

o Air intake on Diesel engines

o Ballast

o Between scoop and condenser
o Circulating lines to condenser
o Fog foam lines

o Fire and bilge pump lines

o Forced draft

n Overboard discharge

o Sanitary system

o Ventilation lines

ADVANTAGES

o Absorb pipe movements

o Isolate Vibration

o Reduce Noise

o Protect against start-up Surge forces

Dauble Arch
SUDA

M \RESISTOFLEX

CORPORATION Rubber Expansion Joints




DOUBLE SPHERE CONNECTOR with union Ends SUDA / SFDA

CONSTRUCTION TECHNICAL CONDITIONS
1 |Outer/ Inner Rubber| EPDM, CR, NBR, NR Working | 16 Kgficm?
2 Reinforcement Synthetic Cord Fabric %’:‘;‘;ﬁ}‘,’;’ 48 Kgfiem?
= = z Deflection o
3 Pressurizing Ring Steel Wire Angle 45
4 Unions Malleable Cast Iron Vacuum 400 mmHg
Applicable -15° ~+115°C
Temperature | (For special conditions it can be -30° ~+250°C)
Apﬁllcable Water, Sea Water, Hot Water, Alr,
edia Compressed Air, Oil, Acid, Alkali, etc.

TECHNICAL CHARACTERISTICS

1 bar =1 Mpa = 1 Kg/cm? = 14.5 psi

REJR-SUDA-0015 20 s 200 5~6 22 22 45
REJR-SUDA-0020 25 1 200 5~6 22 22 45’
REJR-SUDA-0025 32 s 200 5~6 22 22 45°
REJR-SUDA-0032 40 e 200 5~ 22 22 45
REJR-SUDA-0040 50 2 200 5~8 22 22 45°
REJR-SUDA-0050 65 2', 265 8+~10 24 24 45"
REJR-SUDA-0065 80 3 285 8~10 24 24 45°

3 /,

REJR-SFDA-0015 20 200 5~6 22 22 -

REJR-SFDA-0020 25 1 200 5~6 22 22 45
REJR-SFDA-0025 32 1M 200 5~6 22 22 45’
REJR-SFDA-0032 40 1, 200 5~6 22 22 45"
REJR-SFDA-0040 50 2 200 5~6 22 22 45°
REJR-SFDA-0050 65 2', 265 8~10 24 24 45
REJR-SFDA-0065 80 3 285 8~10 24 24 45

Consult Resistoflex for speqda[ sizes, end connections, handling medium, operating Conditions

In the interest of

the right to make modifications to these detzils without notice
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